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Introduction

1.1

Introduction:

These requirements regulate deregistered vehicle sales centers and outlets to encourage 

investment and simplify requirements for investors and beneficiaries by providing a suitable 

regulatory environment for commercial investment, regulating the development process, and 

raising the compliance rate with municipal requirements, which will have a positive impact on the 

urban environment and urban fabric of the city.

1.2

Objectives:

1.3

Scope of Application:

These requirements apply to deregistered vehicle sales centers and outlets.

These requirements were issued to achieve the following objectives:

1. Developing and improving the business environment in a manner that achieves the 

aspirations and general objectives of both individuals and society.

2. Assisting those wishing to invest in this sector.

3. Raising compliance standards to address visual distortion.

4. Identifying suitable locations for practicing the activity.
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The Ministry: 

Ministry of Municipalities and Housing.

Municipality / Sub-Municipality: 

A legal entity with financial and 

administrative independence that carries 

out the functions assigned to it under the 

relevant laws and regulations.

Saudi Building Code: 

A set of requirements and their associated 

laws, implementing regulations, and 

annexes related to construction to ensure 

safety and public health.

Urban Code: 

A set of detailed controls and requirements 

for regulating the urban form of buildings 

and linking them to their general 

surroundings through a defined identity, 

contributing to raising the level of the urban 

environment and achieving the highest 

levels of balance between people, 

buildings, and the environment.

Municipal License: 

A written approval from the municipality / 

sub-municipality to a natural or legal 

person for constructing or opening a shop 

for any activity at a specific location in 

accordance with the conditions specified in 

the law and the Municipalities and Villages 

Law and its related regulations, including 

both commercial and construction licenses.

Beneficiary: 

A natural or legal person who wishes to 

obtain services or products offered by the 

establishment.

1.4

Terms and Definitions:

Supervising Authority:

Ministry of Commerce.

Spatial Regulation Requirements: 

Municipal requirements specifying setbacks, 

heights, building coverage ratio, parking, 

fences, and similar.

Corridor: 

A passageway connecting one space to 

another.

Setbacks: 

The distances separating the building 

boundaries from the site ownership 

boundaries.

Industrial Areas: 

Land designated for industrial uses, whether 

within or outside the urban fabric, allocated 

for various industrial activities.

Urban Identity Design Guidelines:

Architectural requirements and guidelines 

derived from heritage and natural 

components, including design, materials, 

colors, and other elements used in urban 

works, applied within a specific geographic 

area.

Shamoos System: 

A centralized automated system for the 

National Information Network, through 

which information is transmitted to the 

National Information Center at the Ministry 

of Interior via networks licensed by the 

Communications and Information 

Technology Commission.
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Gas Lighting: 

A lighting system that uses gases to 

generate light, such as halogen.

Deregistered Vehicle Center (Salvage 

Yard): 

An establishment that brings together a 

number of licensed used spare parts sales 

outlets within a single enclosure, comprising 

a security and information office, security 

guard and management office, spare parts 

sales outlets, sorting and dismantling area, 

compactor, and recycling area.

Shop: 

A location that has obtained a municipal 

license for practicing an activity within the 

jurisdiction of the municipality / sub-

municipality as prescribed by law.

Compatible Activities: 

Activities practiced at the same 

establishment site that share the same 

nature as the licensed activity.

Additional Activities: 

Activities practiced at the same 

establishment site that do not share the 

same nature as the licensed activity.

Activity Card: 

The brief identification data of the ISIC 

activity (number, activity name, detailed 

description of the activity) along with a 

statement of the key spatial and specific 

requirements for practicing the activity and 

the name of the requirement regulation 

governing the activity, which enables the 

investor to obtain the key data for practicing 

the activity.

Container: 

Used for collecting, transporting, or sorting 

waste materials, usually made of metal or 

other materials.

Bin: 

A type of container used for collecting waste 

inside the establishment, made of plastic, 

metal, or other materials.

Support Service Areas: 

Areas and locations designated in land use 

plans for regions, cities, and villages, 

comprising workshop activities, 

warehouses, manual and craft works, 

technical and specialized service centers, 

and the like, considered one of the primary 

uses therein.

Building Code: 

Local municipal regulations that determine 

how real estate properties are developed 

within an urban area, including land use 

type, coverage ratio, permitted height, 

setbacks, and others.

Building Coverage Ratio: 

The percentage resulting from dividing the 

maximum permissible construction area on 

the ground floor in square meters by the 

total site area in square meters after 

regulation.

Site Area: 

The total area of the activity site contained 

within its boundaries.

Approved Standard Specifications: 

The standard specifications issued by the 

Saudi Standards, Metrology, and Quality 

Organization.

Unified QR Code: 

A digital service provided by the Saudi 

Business Center in integration with relevant 

government authorities, enabling 

consumers and inspectors to access 

updated key data of economic 

establishments via the QR Code.
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Sorting Area:

A designated area for sorting spare parts that are fit for use, located inside the center.

Dismantling Area:

A designated area for dismantling vehicles, located inside the center.

Investor:

A person authorized to practice the activity of selling deregistered vehicle spare parts.

Compactor:

A designated area for compacting vehicle and motorcycle bodies and public work equipment, or

unfit spare parts.

Recycling:

The process of converting certain waste components into reusable materials for the purpose of

recovery, or using them as raw materials in the manufacturing process.

Public Work Equipment:

Self-propelled equipment and machinery, including agricultural equipment (trucks).
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Licensing Requirements

Chapter Two

2.1 Licensing Requirements
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Licensing Requirements

2.1

Licensing Requirements:

1. License issuance, cancellation, renewal, amendment, and suspension procedures 

must be in accordance with the Municipal Licensing Procedures Law and its 

implementing regulations.

2. Approval from the Supervising Authority for the activity must be obtained.

3. Civil Defense approval must be obtained before issuing the license.

4. A valid commercial registration containing the activity/activities to be licensed must 

be submitted.

5. Police approval for the commercial activity to be licensed must be obtained.

6. Traffic Department approval for the commercial activity to be licensed must be 

obtained.

7. Registration in the Shamoos System must be completed for used spare parts 

installation and sales outlets.

Example:
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Spatial Requirements

Chapter Three

3.1 Site and Area Requirements

3.2 Additional and Compatible Activity Requirements

3.3 Commercial Signage Requirements
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Spatial Requirements

3.1

Site and Area Requirements:

The following planning requirements and standards must be complied with:

Sales Outlet RequirementsCenter RequirementsClassification

In deregistered vehicle 

centers and locations 

approved by the Ministry.

Industrial areas, workshop 

areas, warehouses, and 

support service areas.

Within the Urban Boundary

Within the city development boundary, per the regulations 

issued by each municipality.
Outside the Urban Boundary

Per the building code applicable in the area where the activity is 

located.

.

Building Coverage Ratio

Required Setbacks

Permitted Heights

Parking

Fences

Not Applicable.
In accordance with the 

landscaping regulations 

approved by the Ministry.

Landscaping



Deregistered Vehicle Sales Center and Outlet Requirements

13

3.2

Site and Area Requirements:

1. Practicing additional activities approved by the Ministry in accordance with the 

implementing regulations of the Municipal Licensing Procedures Law is permitted, 

subject to the following conditions:

Å The total area of added activities must not exceed ̼%̷ of the total area 

stated in the license.

Å The minimum area for the main activity must be maintained.

Å The additional activity area must not be less than ̽m Į fo noitpecxe eht htiw ̪

fles-senihcam ecivres.

2. Practicing compatible activities approved by the Ministry within the area stated in the 

license is permitted.

3.̺

Commercial Signage Requirements:

1. Commercial signage requirements must be complied with according to the following 

priority sequence:

Å The Urban Code or Urban Identity Design Guidelines for the area where the 

activity is located (if available).

Å The commercial signage regulatory guide issued by the municipality (if 

available).

Å The Commercial Signage Advisory Guide issued by the Ministry.

2. The sign data must match the license data.

3. Commercial signs must be removed after license cancellation, the site must be 

handed over in good condition, and restored to its condition prior to installation.
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4.1 General Technical Requirements

4.2 Technical Requirements for the Center

4.3 Technical Requirements for the Sales Outlet

4.4 Facade Requirements for Shops Attached to the Center

4.5 Staircase and External Sidewalk Requirements

4.6 Flooring Requirements

4.7 Ceiling Requirements

4.8 Lighting Requirements

4.9 Additional Requirements for the Attached Storage

4.10 Fire Prevention and Protection Requirements

Technical Requirements

Chapter Four
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Technical Requirements

4.1

General Technical Requirements:

1. The Saudi Building Code requirements must be complied with, as well as all

requirements of the Supervising Authority regarding deregistered vehicle sales centers

and outlets, with all works, installations, and materials implemented in accordance with

the approved standard specifications.

2. All design work and implementation supervision must be certified by engineering firms

accredited by the Ministry.

4.2

Technical Requirements for the Center:

The following main components must be provided for the center:

1. An external perimeter fence for the entire site made of concrete, cement blocks,

reinforced metal mesh, or a combination of both.

2. Internal and surrounding streets must be asphalted with a minimum width of 7 meters.

3. Entry and exit gates and a security guard office.

4. A vehicle auction site and offices for center management and relevant government

authorities.

5. A designated area for sales outlets and used spare parts storage. The outlet facade

width must be no less than 10 meters, and the loading/unloading entrance width no less

than 5 meters. The technical requirements for sales outlets in section (4.3) must be

complied with.

6. An area for removing hazardous materials from vehicles such as oils, batteries, and

airbags.
Example:
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7. A site for dismantling vehicles and sorting parts fit for reuse and sale as used spare parts, 

separate from damaged and non-reusable parts.

8. A site for compacting vehicle bodies and unfit parts, and a designated area for collecting and 

storing compacted metal.

9. A storage area not exceeding 150 mĮ.

Exam

ple:

Example:

10. A prayer room and restrooms for men and women with hand washbasins, with restrooms 

designated for persons with disabilities.
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Illustrative building plan for the deregistered vehicle and public work equipment center:

The following main components must be provided for the center: :

1. The additional activity area must not be less than 6 mĮ, with the exception of self-service 

machines.

2. At least one restroom per sales outlet.

3. A used spare parts storage with an area not exceeding 200 mĮ.

̻̺͂

Technical Requirements for the Sales Outlet:
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Illustrative model for a deregistered vehicle used spare parts sales outlet:

4. An assembly and disassembly area is permitted, provided it contains:

Å A fixed roof for the work area made of reinforced cement or any heat-insulating, fire-

resistant material such as corrugated galvanized iron (shinko).

Å The roof height must be compatible with adjacent outlets and maintain the center's identity.

Å Ventilation equipment necessary for maintaining a suitable working temperature.

Example:
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6. The damaged vehicle holding area must be separated from the work area and visitors by a 

corridor no less than 4 meters wide.

7. Metal shelves capable of bearing the weight of parts, designed and installed to ensure the 

safety of workers and beneficiaries.

Example:
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.̻5

1. The shop facade must be made of transparent tempered (securit) glass or equivalent, with a 

thickness of no less than 12 mm, and include doors with a width of no less than 90 cm for 

single doors and 160 cm for double doors.

̻̻͂

Facade Requirements for Shops Attached to the Center:

Example:

1. The requirements for persons with disabilities must be complied with in accordance with 

Chapter (1009) and Section (11) of the Saudi Building Code (SBC-201) and the Simplified 

Guide for Comprehensive Accessibility Standards for Facilities.

2. A ramp for persons with disabilities must be provided within the shop/establishment 

boundaries, with the exception of shops located in buildings that provide accessibility 

requirements for persons with disabilities. 

3. The external staircase of the building must be made of safe, slip-resistant, and heavy-duty 

materials, such as granite, treated marble, rough epoxy coating, ceramic, porcelain, and 

similar materials.

Staircase and External Sidewalk Requirements:
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4. 4. The ramp must be free of defects and must not affect the external sidewalk or cause any 

visual distortion.

5. The shop/establishment entrance staircase or ramp must be placed within the 

shop/establishment boundaries.

6. The staircase and ramp must be within the establishment boundaries. The staircase, external 

sidewalks, and disability ramp must be free of any installations or equipment that obstruct 

entry to or exit from the shop/establishment or rapid evacuation in cases of accidents, 

emergencies, or injuries.

7. The permissible slope ð per the Comprehensive Accessibility Standards for Facilities ð must 

be complied with for the sidewalk ramp for persons with disabilities.

1. Floors must be finished with materials suitable for the type of activity, consistent with the 

materials specified in General Saudi Building Code (SBC 201).

4.6

Flooring Requirements:

Example:

Example:
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2. Exposed areas and external sidewalk floors must be sloped toward drainage at no more 

than 2% for rainwater and wash water drainage.

3. All drainage openings, water tanks, sewage systems, and inspection chambers must be 

tightly sealed.

4. Discharging any contaminated liquids from the site through any sewage or stormwater drain 

is prohibited. Drainage openings must be equipped with oil traps Discharging any 

contaminated liquids from the site through any sewage or stormwater drain is prohibited. 

Drainage openings must be equipped with oil traps to separate oils and prevent them from 

leaking into the sewage system.

Example:

Example:
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4.7

Ceiling Requirements:

1. Ceilings must be made of fire-resistant materials that are not affected by moisture to ensure 

they do not harbor insects and rodents.

2. Installing suspended ceilings and using exposed ceilings, steel frameworks, and metal 

panels is permitted, provided that ceiling-specific safety and security requirements are taken 

into consideration.

3. Metal panels or steel frameworks must be treated with rust-resistant materials when used 

for ceilings.

Example:

4.8

Lighting Requirements:

1. The center/establishment and its facilities, including the storage, must be equipped with 

lighting means and equipment in accordance with the approved standard specifications.

2. The efficiency of light distribution and its coverage of all areas of the center and outlet, 

including the storage, must be ensured to guarantee the safety of workers and beneficiaries.

3. The use of gas lighting inside and outside the center is prohibited.
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.̻10

Fire Prevention and Protection Requirements:

All requirements stated in the Saudi Fire Protection Code (SBC- ̷̸̿htiw deilpmoc eb tsum (.

Example: Example:

4.9

Additional Requirements for the Attached Storage:

Providing a storage area for storing low-hazard materials related to the activity is permitted, 

subject to the following condition:

o Applying the Warehouse and Storage Facility Requirements issued by the Ministry.
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5.1 General Operational Requirements

5.2 Operational Requirements for the Center

5.3 Operational Requirements for Spare Parts Shops Attached 

to the Center

5.4 Interior Signage Requirements

5.5 Security Surveillance Camera Requirements

5.6 General Maintenance Requirements

5.7 General Cleaning Requirements

5.8 Waste Management Requirements

5.9 Restroom, Washbasin, and Prayer Room Cleanliness 

Requirements

5.10 Electronic Payment Requirements

5.11 Employee Requirements

Operational Requirements

Chapter Five
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Operational Requirements

5.1

General Operational Requirements:

1. The municipal license must be obtained before commencing operations.

2. All operational requirements of the Supervising Authority must be complied with.

3. An operational license from the Supervising Authority for the activity must be obtained 

before commencing operations, if applicable.

4. Practicing an activity other than the licensed activity is prohibited.

5. Practicing the activity after the license has expired is prohibited. The beneficiary must 

renew the license to continue practicing the activity or cancel it if they do not wish to 

continue.

6. Practicing any additional activity not listed in the license is prohibited.

7. Practicing the activity outside the boundaries of the licensed center/establishment or using 

public sidewalks or setback areas is prohibited.

8. Removing or covering the center/sales outlet/shop closure sticker is prohibited.

9. In the event of closure of the center/sales outlet/shop by the municipality / sub-

municipality, reopening is prohibited until the violation is resolved and the municipality / 

sub-municipality approves the resumption of the activity.

10.The sales outlet/shop facade must be free of stickers, except for stickers indicating entry 

and exit directions, working hours, electronic payment method stickers, QR code sticker, 

and government authority instructions.

11. Installing a sign or advertising sticker on the sales outlet/shop facade is permitted in 

accordance with the relevant laws and instructions.

12.Placing warning signs or any other means to prevent parking in front of 

shops/establishments and public parking areas is prohibited.

13.Closing the approved parking spaces in the building permit for commercial 

shops/establishments that are part of an existing building is prohibited.

14.Using the center/sales outlet/shop for storing materials unrelated to the activity is 

prohibited.
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̼̹͂

Operational Requirements for the Center:

The following operational requirements for the center are recommended:

1. Providing vehicle lifting and dismantling equipment complying with SASO specifications,

including:

Å At least one hydraulic lift in the center.

Example:

Å Manual tools for lifting and transporting heavy equipment inside the center.

Example: Example:

2.   Vehicle bodies must not exceed or accumulate above the height of the sites external fence. 

They must be disposed of through compacting and recycling.
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.̼3

Operational Requirements for Spare Parts Shops 
Inside the Center:

The following operational requirements for spare parts shops inside the center are 

recommended:

1. A reception counter must be provided, with a surface made of easy-to-clean materials 

such as marble, its alternatives, or epoxy-coated wood, or equivalent.

2. Waiting seats for beneficiaries must be provided.

3. The distance between the outlet entrance and the reception counter must be no less 

than 2 meters for the full outlet facade if no showroom is available.

4. The storage area must be separated from the cashier and reception area by a partition 

made of gypsum panels, reinforced aluminum, or equivalent, consistent with the shop 

design.

Example: Example:

Example: Example:

5. Partitions at the boundaries of display shelves facing the reception area are permitted, 

provided they are suitable for the shop design.
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6. The distance between the top of storage stacks and the ceiling must not exceed 60 cm if 

there are no fire sprinklers, and 40 cm if sprinklers are installed.

7. The width of corridors and pathways between shelves must be no less than 120 cm in both 

the storage and showroom.

8. All shelves must be elevated at least 15 cm above the floor and open from below to facilitate 

cleaning.

9. Placing any type of goods on the shop floor or reception counter is not recommended. If a 

showroom is available, shelves and products must be secured and not susceptible to falling.

Example: Example:

Example: Example:
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5.4

Interior Signage Requirements:

Printing and posting regulatory documents is not required. The following is sufficient:

1. The unified QR code must be placed on the shop/establishment facade (sticker, sign) to 

display regulatory documents such as the license and government documents. The code 

must be accessible outside working hours and may be displayed in a visible location at the 

cashier unit or customer service area.

2. The code must be in good condition and free of defects.

Example:Example:

Example: Example:

3. If the investor wishes to display documents and stickers, such as instructions and alerts 

(report numbers, no smoking, Civil Defense instructions, official working hours, any other 

establishment-specific documents, and others), they must be displayed on a tablet display, 

screen, or one or more frames, and must be in good condition and free of defects.

Example: Example: Example:



Deregistered Vehicle Sales Center and Outlet Requirements

31

.̼5

Security Surveillance Camera Requirements:

1. Security surveillance cameras must be installed in accordance with the Security Surveillance 

Camera Usage Law and its implementing regulations.

Example:

.̼6

General Maintenance Requirements:

Periodic and preventive maintenance must be performed on structural elements and 

all installations, utility lines, connections, and devices, including:

1. Maintaining commercial signs and keeping them free of cracks, breaks, and 

malfunctions.

Example: Example:
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2. Maintaining the shop/establishment facade and keeping it free of defects such as large

visible cracks and fractures that cause visual distortion.

Example: Example:

Example: Example:

3. Maintaining the external walls of the shop/establishment and ensuring they are free of 

stickers, defects, and large visible cracks and fractures that cause visual distortion.
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4. Maintaining floors, internal walls, and ceilings, keeping them clean, and ensuring they 

are free of defects and large visible cracks.

5. Maintaining air conditioning units and ensuring their effectiveness, the integrity of their 

installations, and the absence of leaks. Collecting water in open containers is prohibited.

Example: Example:

Example: Example:
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6. Periodically maintaining light bulbs and ensuring there are no non-functioning or broken 

bulbs.

Example: Example:

7. Maintaining utility lines, including gas, sewage installations, and electrical wiring, and 

ensuring they are concealed in all interior areas of the building such as ceilings, walls, 

and floors.

Example: Example:
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5.7

General Cleaning Requirements:

To maintain general cleanliness, the following is recommended:

1. Maintaining the cleanliness of site components such as floors, ceilings, walls, signs, 

external facades, and sidewalks, ensuring they are free of accumulated dirt, dust, or 

hard-to-remove stains.

2. Lining waste bins with plastic bags.

3. Emptying waste bins or containers periodically, ensuring they do not exceed the 

container capacity.

Examples:
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5.8

Waste Management Requirements:

1. The requirements and guidelines issued by the National Waste Management Center must 

be complied with.

5.9

Restroom, Washbasin, and Prayer Room Cleanliness 
Requirements:

If restrooms, washbasins, or prayer rooms are available, the following is recommended:

1. Periodic cleanliness of restrooms, washbasins, and prayer rooms must be maintained.

2. Hand soap must be provided.

3. Paper towels or drying devices must be provided.

4. Covered waste bins that open by foot or automatically must be provided.

Example:


